
• Wi-Fi and POE  on mainboard as Standard Feature on 
All US20C Devices

• User friendly UI and menu system design

• Hardware level clock authentication. 

• System and data backup in-clock or external storage.

• Self-service information acquisition

• User level duplicated punch prevention

• Tip entry punch

• Multiple level jobcode punch

• Schedules

• Enhanced encryption system for data integrity and 
security

• Enhanced flexiability on attendance and function keys

• Enhanced network managment

• ZK Standard:  RFID Module EM05 
HID Module EM03 
MT-PRO module

• Other: Barcode module/Magnetic module
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• Web Server

• Short Message

• Automatic Status Switch

• Self-Service Query

• Work Code

• T9 input

• 9 Digits User ID

• DST ; America Eastern Standard Time 
(EDT New York); 12-hour system

• Schedule Bell

• Short-message

• USB-host

• Attendance search

Standard Functions

Optional Functions (module)

Fingerprint PIN RFID Barcode Magnetic

US20CR
Proximity card reader

US20C-MAG
Magnetic card reader

US20C-B
Barcode card reader

US20C-ID
Fingerprint reader

US20 C  
Data Collection Terminal

Choice of Proximity, Barcode,  Magnetic Stripe or Fingerprint 

Reader  in a compact design



CPU  Frequency

1.0 GHZ

Coreboard: ZMM220

Memory

128MByte

Flash Memory

256MByte

Fingerprint Sensor

 ZK230P

Software

 N/A

SDK

Enhanced Standalone SDK/PUSH SDK 

Design and Specifications subject to change without notice

Fingerprint capacity

STD: 1:N 3000

/ OP: 1:N 5000/ MAX 1:1 10000

Fingerprint templates: 3,000 Standard ZKUSA

Fingerprint matching algorithm: Finger VX

Card capacity

Card: 10,000

Record capacity: 100,000 Standard ZKUSA

Keypad

Standard keypad

Time Format

MM-DD-YY

Language

Standard English. Optional French & Spanish

Display

2.8-inch TFT

Communications

TCP/IP, RS232/485, USB host & client WIFI 802.11 b/g/n

WIFI: 802.11 b/g/n 2.4G

Power 
12 V DC, 1.5 A

Optional: 12V POE injector (sold separately)

Optional: 12V Battery Backup (sold separately)

Environment

Operating Temperature: 32º F to 113º F (0° C to 45° C)

Operating Humidity: 5% to 80%

Dimensions 
Width : 6.5 in. (16.5 cm) 
Height: 5.5 in. (14 cm) 
Depth: 1.8 in. (4.6 cm) 
Weight: 0.95 lbs. (0.43 kg)

Installation

What’s in the Box

Specifications

SWITCH CARD

PUSH
TCP/IP

US20CR US20C

Mounting Plate Screws, anchors & 
Screwdriver 

AC Power Adapter External Relay Connectors Serial Cable Network Cable ID cardUS20C
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